ASSEMBLY INSTRUCTIONS 
Bulkhead Panel Kit Models 86500 • 86510 • 86520 



IMPORTANT 
BEFORE YOU BEGIN 

Read these instructions and 
warnings completely before 
assembly and installation. 




1/4-20x5/8" 
Hex Hd. Bolt 



1/4-20 Nylo 
Lock Nut 



Approximate Assembly time: 

30 min. per unit (0.5 hrs) 
Depending on van equipment 
installation experience. 



NOTE: Installation of this bulkhead 
in some vans with side sliding 
doors may cause interference with 
upper sliding mechanism of the 
door. The top passenger side 
corner can be cut out at slots to 
allow clearance. 



A WARNING 



This product can reduce the driver's ability to 
clearly see roadways, vehicular or pedestrian 
traffic and other objects through the rear and 
side windows of the vehicle, which can cause 
an accident. Extra precautions should be taken 
when driving a vehicle with this product. Make 
all adjustments necessary to ensure maximum 
visibility, including but not limited to, changing 
mirror and seating positions. State and local 
laws may prohibit obstruction of windows in 
a moving vehicle. 



Base 



1/4-20x5/8" 
Hex Hd. Bolt 



Door Pocket 
1/4" Flat Washer 



1/4-20 Nylon 
Lock Nut 



A WARNING 



These instructions are to be followed using 
the parts and fasteners supplied for proper 
installation. Any modifications or improper 
installation of this product will create a 
hazardous condition that can cause property 
damage, serious personal injury and death. 
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TOOLS REQUIRED 



ASSEMBLY INSTRUCTIONS 



• 7/16" Open or Box End Wrench (2) 

PARTS LIST 

• 2- Door Pocket 

• 1- Base 

•1-Top Screen Panel - 86500 
Window Panel -86510 
Solid Panel - 86520 

BOLT KIT 

Bolt Kit #32-0020 is provided with 
your Bulkhead. Check this bolt kit 
to be sure the following parts are 
included: 



Decide which side of the bulkhead you 
want the Door Pockets, then fasten 
them to the Base. Fasten the Base to 
the Top. 

NOTE - The remainder of the fasten- 
ers will be used to fasten the Stabiliz- 
ers and install the Bulkhead. 

NOTE - The Panel assembly is now 
complete. See the Stabilizer kit in- 
structions for Stabilizer assembly and 
Bulkhead installation. 



Quan. Description 



31 1/4-20 x 5/8" Hex Hd. Bolt 

36 1/4-20 Nylon Lock Nut 

18 1/4-14x3/4" Screw 

5 1/4-20 x 1-1/4" Hex Hd. Bolt 

28 1/4" Flat Washer 

5 FloorMounting Spacer 

2 1/4-20 Blind Fastener 

1 Installation Tool 

2 1/4" Lock Washer 

1 1/4-20x2-1/4" Black Oxide 
Bolt 



- NOTICE - 

Any modification or unintended use of this product shall immediately void all manufacturers warranties. 
Manufacturer disclaims all liability for injuries to persons or property resulting from any modification to, or 
unintended use of this product. 

If you have any questions, please give us a call. Call Toll Free 1-800-456-7865 

WEATHER GUARD® products are protected by one or more of the following trademarks: 
U.S. - 842268, 1 661 625, 1 663369, 2228051 , 23621 67; Canada - 282725; U.K. - 1 400720; N.Z. - 296049; Aus. - 761 964 
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